
HID-HighPower for
SON/MH/HPL/HPI
HID-HighPower BSN 1000 L78 230/240V 50Hz HP-257

Balasturi încapsulate destinate utilizării cu lămpile SON (T) (Plus),
HPL, HPI şi MH cu o putere nominală de 1000W sau mai mare

Catalog de date

• carateristici generale
Rated Number of
Lamps

1 piece

Rated Ballast-Lamp
Power

1000

Rated Lamptype SON
Application code L78
Line Voltage 230/240 V
Line Voltage Multi-
tab

230/240

Line Frequency 50 Hz
Design HP-257

• caracteristici de operare
Input current with
PF-correct.

5.40 A

Input current w/o PF-
correct.

10.30 A

Mains voltage safety
(AC)

-10%/+10%

Mains voltage perfor-
mance (AC)

-8%/+6%

PowerFactor 100%
output power

0.87 -

PowerFactor w/o PF
compens.

0.50 -

Power losses gear 54.0 W

• caracteristici cablaj
Connector type Screw
Striplength 7.0 mm
Wcs Ballast contacts 0.70-6.00 mm2

• carateristici de temperatura
T-storage -25 (min), 80 (max) C
T-winding maximum
(tw)

130 (max) C

Delta-T normal
conditions

70 C

• dimensiuni produs
Length A1 257.0 mm
Fixing Hole Distance
Length A2

222.0 mm

Length A3 246.0 mm
Width B1 117.0 mm
Fixing Hole Distance
Width B2

88.0 mm

Height C1 102.0 mm
Fixing Hole Diameter
D1

6.5 mm

• Caract. aprobare & aplicare
CE marking Yes
ENEC certificate Yes

• Informatii produs
Cod comanda 062369 00
Cod produs 871150006236900
Denumire produs BSN 1000 L78 230/240V 50Hz

HP-257
Produs - Denumire
comanda

BSN 1000 L78 230/240V 50Hz
HP-257

Bucati per pachet 1
Configuratie Impa-
chetare

1

Pachete per box 1



Cod de bare per
produs (EAN1)

8711500996640

Cod de bare per box
(EAN3)

8711500062369

Cod logistic - 12NC 913700217503
Masa neta per bucata 12.700 kg
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Product A1 (Norm) A2 (Norm) A3 (Norm) B1 (Norm) B2 (Norm) C1 (Norm) D1 (Norm)

BSN 1000 L78 230/240V 50Hz HP-257 257.0 222.0 246.0 117.0 88.0 102.0 6.5
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